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EQUIPMENT LIST
A. EQUIPMENT TO BE SUPPLIED BY THE STATE HIGHWAY ADMINISTRATION.

NONE .
B. EQUIPMENT TQ BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR.
QUANTITY UNITS  DESCRIPTION
LUMP SUM LS MAINTENANCE OF TRAFFIC
LUMP SUM LS MOBILIZATION
10 EA HANDHOLE
3000 LF 6 STRAND MULTIMODE FIBER OPTIC INTERCONNECT CABLE
3 EA FIBER OPTIC CONNECTOR |
2200 LF 3 IN. PVC CONDUIT [SCHEDULE 80] —_TRENCHED
40 LF 3 IN. PVC CONDUIT [SCHEDULE 80] - BORED
1400 LF RELOCATE EXISTING UNDERGROUND FIBER OPTIC INTERCONNECT CABLE
3100 LF REMOVE EXISTING UNDERGROUND FIBER OPTIC INTERCONNECT CABLE
LUMP SUM LS REMOVE EXISTING SIGNAL EQUIPMENT

BEECH TREE'PKWY.

RIGHT-OF-WAY LINE

CONSTRUCTION DETAILS
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INSTALL HANDHOLE. ,
INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED.

INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - BORED.

USE EXISTING CABINET, DISCONNECT EXISTING INTERCONNECT CABLE. (TRADE ZONE AVE. TO
LEELAND RD. RUN)

USE EXISTING HANDHOLE, PULL-BACK EXISTING INTERCONNECT CABLE, RE-ROUTE IN PROPOSED
CONDUIT BACK TO EXISTING CABINET. (TRADE ZONE AVE. TO LEELAND RD. RUN.)

USE PROPOSED HANDHOLE (SEE TRAFFIC SIGNAL PLAN FOR DETAILS).

USE PROPOSED CONDUIT (SEE TRAFFIC SIGNAL PLAN FOR DETAILS).

USE EXISTING HANDHOLE.

USE EXISTING CONDUIT.

REMOVE EXISTING HANDHOLE.

CAP AND ABANDON EXISTING CONDUIT.

USE EXISTING CABINET, DISCONNECT AND REMOVE EXISTING INTERCONNECT CABLE (BEECH TREE
PKWY. TO LEELAND RD. RUN). INSTALL NEW INTERCONNECT CABLE IN PROPOSED CONDUIT BACK

TO EXISTING CABINET AT LEELAND ROAD.
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